WATER METERS
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OPERATION / APPLICATIONS

The Class "C" dry register ZENIT UZ/KSC meter belongs to the 'single jet water
meter velocity family'. The working operation is based on the principe that the
water jet enters the measuring chamber which rotates the turbine. The velocity
of the turbine is proportional to the flow. The drive from the turbine is transmited
by magnetic coupling and converted by a register into a volume measurement.

The most common application for this series of meters is measurement and
totalisation of individual water consumption.

FEATURES AND BENEFITS

® EEC class "C" approval for horizontal installation and class"B" approval for
vertical installation.

e Stamped copper alloy body to ensure meter resistance to corrosion.

® Internal mechanism designed for high resistance to abrasive and chemical
degradation.

® Very low preassure drop, ensuring high maximum flows and minimum
pressure loss: energy saving.

® | ow speed magnetic drive. Additional magnetic interference protection by
electrostatic shield.

® High resolution (0.02 litres) vacuum sealed dry register avoids condensation
and ingress of solid particles.

® Operation temperature up to 40 C. Maximum working pressure16 bar.

® Opaque lid for shock and atmospheric protection.

METROLOGIC INFORMATION

MODEL S$200
Size (mm) 13 15 20
Nominal flow (m /hj 1,5 1,5 2,5
Maximum flow (m /h) 3,0 3,0 50
Transition flow (I/h) 22,5 22,5 37,5
Minimum flow (I/h) 15 15 25
Starting flow (I/h) <5 <5 <7
Minimum indication number ( |) 0,02 0,02 0,02
Load loss in Qn (bar) 0,25 0,25 0,25

\ Totalizer maximum reading 9.999 9.999 9.999
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